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Container chassis specifications

Dimensions CCS/MHS | Weight
Length, retracted 9.450 mm Perm. total weight 39.000 kg
Length, extracted 12.520 mm Perm. fifth-wheel load 12.000 kg
Fifth-wheel height 1.160 mm Perm. bogie load 27.000 kg
Loading height above neck 1.290 mm Tare weight 5.950 kg
Loading height, rear; 385/65 R22.5 1.170 mm Payload 33.050 kg
43f 4% Tunnel
40ft Tunnel
150 40ft
50 z0F+ 150 soft
150 30Ft
TS0 Z0Ft

150 20ft

Dimensions CCS/HS | Weight
Perm. total weight
Perm. fifth-wheel load

Perm. bogie load

Length, retracted 11.020 mm
12.520 mm
1.160 mm
1.290 mm Tare weight

1.170 mm Payload

39.000 kg
12.000 kg
27.000 kg
5.300 kg
33.700 kg

Length, extracted

Fifth-wheel height

Loading height above neck
Loading height, rear; 385/65 R22.5

40ft Tunnel

ISO 20ft ISO 20ft

ISO 20ft

Dimensions CCS/GF | Weight

Total length

Fifth-wheel height

Loading height above neck
Loading height, rear; 385/65 R22.5

12.520 mm
1.160 mm
1.290 mm
1.170 mm

Perm. total weight

39.000 kg
12.000 kg
27.000 kg
5.150 kg
Payload 33.350 kg

Perm. fifth-wheel load

Perm. bogie load

Tare weight

40fFt Tunnel

ISO 20ft ISO 20ft

ISO 20ft
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